FILLER METALS

Certificate of Conformance to Requirements for Welding Electrode

Customer: Hobart Brothers LLC Product Type: HB 28

Customer P.O. Number: Classification: ER70S-6

Order No.: Specifications: AWS A5.18/ASME SFA5.18
Stock Number: $305406 Diameter Tested:

Lbs. Generated: Date Tested: 06/2022

Lot Nos. Shipped: 2207074 Diameter Shipped: .030” (.8mm)

This is to certify that the product named above and supplied on the referenced order number has been supplied with actual test results of non-specific inspection in
conformance with the requirements of EN 10204, Type 2.2 certification.

Test Settings

Shielding Medium Amps/ Polarity Volts WFS ESO in (mm) Preheat F(C) Interpass F(C) | Travel Speed
in/min (m/min) in/min
(cm/min)
M21 275 / DCEP 27 240 (6.1) .75 (19) RT 300 (149) 10 (25.4)

Mechanical Properties - Tensile

Shielding Medium Test No. Testing Conditions Tensﬂe(?\;rpean)gth, pst Yield S(t“r/lepnag)th, pst Elongation, % in 2”
M21 2062482 As Welded 80,640 (556) 67,007 (462) 28.2

Mechanical Properties — Impacts

L . . " Temperature, Individuals, Average,
Shielding Medium Test No. Testing Conditions oF (2C) ft-lb (J) ft-lb ()) Type
51, 55, 62
M21 2062482 As Wel -20 (- . 7 h V-Notch
06248 s Welded 0(-30) (70, 75, 85) 56 (76) Charpy otc

Chemistry Analysis

Shielding C Mn P S Si Cu Cr \Y Ni Mo
Medium / Test
No
None / 0.07 | 1.49 | 0.010 | 0.009 | 0.92 | 0.15 | 0.025 | 0.0025 | 0.007 | 0.001
2062482
Other:

. External: Pass
e  Surface: Pass

e/ »

David A. Thomas, Quality Specialist

Certification and Limited Warranty — Data for the above supplied product are those obtained when welded and tested in accordance with the above specification. All
tests for the above classification were satisfied. Other tests and procedures may produce different results.



