
Product: Vision MetCOR 70

Approvals: W48-01

Class: E491C-6,-6M-H4

Conformances: AWS A5.18
ASME SFA5.18

Class: E70C-6M,-6C
E70C-6M,-6C

Gas Shielding 100% CO2 92% Ar/8% CO2 Element 100% CO2 92% Ar/8% CO2
Tensile Strength

MPa (psi) 560 ( 81,200 ) 575 ( 83,400 ) Carbon 0.029 0.022
Yield Strength

MPa (psi) 480 ( 70,000 ) 490 ( 71,000 ) Manganese 1.55 1.64
Elongation

% 30 30 Phosphorus <0.01 0.01
Impact Test
Temperature -30°C (-22°F) -30°C (-22°F) Sulphur 0.011 0.01

Filler Metals Certificate of Compliance
for Corex Brand Welding Consumables

Typical Mechanical Properties Typical Chemical Analysis

This is to certify that the product identified on this certificate of compliance supplied, is approved to and or conforms to the 
requirements of the classification(s) stated herein. All testing required by specification(s) were performed according to specified 
procedures.

Temperature 30 C ( 22 F) 30 C ( 22 F) Sulphur 0.011 0.01
Avg. Charpy V-Notch

Joules (ft. lbs.) 52 ( 38 ) 40 ( 29 ) Silicon 0.55 0.59
X-Ray

Chromium n/a n/a
Fillet 
Weld Nickel n/a n/a

Hydrogen Molybdenum n/a n/a
Vanadium n/a n/a
Aluminum n/a n/a

Copper n/a n/a

Reference: 415963, 415962

By:

For Hobart Brothers of Canada

The undersigned certifies that the above information
is correct to the best of their knowledge and belief.
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