
DESCRIPTION: 
McKay’s Soft-Arc 6011 is an AWS E6011 classified electrode that is designed for AC and DCEN 
operation, but can also be used with DCEP.  An all-position electrode, Soft-Arc 6011 produces a 
soft, digging arc and offers less spatter and a smoother bead shape than other E6011 electrodes. 
 
APPLICATIONS: 
Great for general construction, light sheet metal fabrication, shipbuilding, galvanized steels, and 
maintenance and repair welding. 

 • Low spatter • Good bead  appearance 
 • Excellent penetration  • Can be used where the base metal is not always clean 
 • Smooth, stable arc • Easy to use 
 • Slag removes easily • Quick clean-up 
  
TYPICAL WELD METAL PROPERTIES*(CHEM PAD): 

 
 
 
 
 
 
 
 
 

 

TYPICAL MECHANICAL PROPERTIES*(AS WELDED): 
  

 
 
 
 
 
 

 

TYPICAL CHARPY V-NOTCH IMPACT VALUES*(AS WELDED): 
 
 
 

 

CONFORMANCES AND APPROVALS: 
• AWS Spec A5.1, Class E6011 • ASME SFA5.1, F-3, A-1, Class E6011  
 
 
 
*The information contained or otherwise referenced herein is presented only as “typical” without guarantee or warranty, and McKay expressly disclaims 
any liability incurred from any reliance thereon.   Typical data are obtained when welded and tested in accordance with AWS A5.1 specification.  Other 
tests and procedures may produce different results.  No data is to be construed as a recommendation for any welding condition or technique not con-
trolled by McKay. 
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FEATURES BENEFITS 

WELD METAL ANALYSIS                                                          AWS Spec 

Carbon (C)  0.10 Not required 

Manganese (Mn)  0.50 Not required 

Phosphorus (P)  0.015 Not required 

Silicon (Si)  0.20 Not required 

Sulphur (S)  0.020 Not required 

 

Avg. at -20°F (-29°C) 45 ft•lbf (61 J) 20 ft•lbf 
 

  Soft-Arc 6011 
REPLACES: 981207                                                                               100-C, INDEX: 060116 

  AWS Spec 

Tensile Strength 82,000 psi (565 MPa) 60,000 psi 

Yield Strength 68,000 psi (469 MPa) 48,000 psi 

Elongation % in 2” 26% 22% 

Reduction of Area 35% to 70% Not required 

 

  AWS E6011 



Soft-Arc™ 6011 

 
RECOMMENDED WELDING PROCEDURES:  
GENERAL: AC or Electrode positive, work negative (DCEP) 
ARC LENGTH: Average length (1/8” to 1/4”) 
FLAT: Stay ahead of puddle and use slight whipping motion 
VERTICAL-UP: Use slight whipping or weaving technique 
VERTICAL DOWN: Use higher amperage and faster travel, staying ahead of puddle 
OVERHEAD: Stay ahead of puddle and use slight whipping motion 
STORAGE: Dry at room temperature, humidity below 50% should be avoided; 
 at no time should this electrode be stored in an oven above 130°F 
RECONDITIONING: Not recommended 
 

RECOMMENDED OPERATING PARAMETERS: 
 
 
 
 
 
 

 
 
 

*For out of position welding, reduce amperages shown by 15%. 
 
TYPICAL DEPOSITION DATA (AT OPTIMUM): 

 
 
 
 
 
 
 

Allowance made for 2” stub loss included. 

 
AVAILABLE DIAMETERS AND PACKAGES: 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

Material Safety Data Sheets on any McKay product may be obtained from McKay Customer Service. 
 

Because McKay is constantly improving products, McKay reserves the right to change design and/or specifications without notice. 
 

Soft-Arc is a trademark of Hobart Brothers Company, Troy, Ohio. 

         DIAMETER 
INCHES             MM 

 
TYPE OF POWER 

MINIMUM 
AMPS 

OPTIMUM* 
AMPS 

MAXIMUM 
AMPS 

 3/32 2.4 AC or DCEP 60 60 90 

 1/8 3.2 AC or DCEP 80 100 125 

 5/32 4.0 AC or DCEP 130 140 160 

 

         DIAMETER 
INCHES             MM 

 
TYPE OF POWER 

 
AMPS 

 
VOLTS 

DEPOSITION RATE 
LBS/HR 

DEPOSITION 
EFFICIENCY*% 

 3/32 2.4 AC 60 25 1.62  66.5 

 1/8 3.2 AC 100 24 2.57  67.2 

 5/32 4.0 AC 140 25 3.28  65.7 

 

        DIAMETER 
INCHES             MM 

      LENGTH 
   INCHES      MM 

50-LB. 
CAN 

 3/32 2.4        14 355 S113532-Z31 

 1/8 3.2        14 355 S113544-Z31 

 5/32 4.0        14 355 S113551-Z31 

 


