
Company Name: HOBART BROTHERS CO., TUBULAR WIRE BUSINESS 
(PLANT 1)

Electrode Designation: TRI-MARK TRIPLE 8
Point of Manufacture: Piqua, Ohio, USA
Standard:  CSA W48-06
Classification:  E491T-9-H8
Gas or Flux: 100%CO2  
Size (mm): Min:  1.4      Max:    1.6

Others Details: 
In addition, the diffusible hydrogen tests was conducted in accordance with AWS A4.3-93 “Standard methods 
for determination of the diffusible hydrogen content of martensitic, banitic and ferritic steel weld metal 
produced by arc welding” and with within the limits sets by the standard above

This certification, may be extended by meeting the check test requirements of the applicable standard 
and CWB rules.

May 20, 2014Expiry date: 

TMTRIPLE8                                                                                           

CANADIAN WELDING BUREAU

Alice Y. Lau, P. Eng.
Operations Manager, Procedures & Electrodes

AYL

CERTIFICATION OF WELDING CONSUMABLE

February 19, 2013

This is to advise you the Canadian Welding Bureau has witnessed tests on the following :

Date: 

The product certification system operated by the Canadian Welding Bureau most closely resembles that
described by ISO/IEC Guide 67,  Conformity assessment — Fundamentals of product certification, System 5.



8260 Parkhill Drive, Milton, Ontario L9T 5V7 
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November 16, 2010 
Revised: June 20, 2011 
 
 

CERTIFICATION OF WELDING CONSUMABLE 
 
 
THIS IS TO ADVISE THAT THE CANADIAN WELDING BUREAU HAS WITNESSED TEST ON 
HOBART BROTHERS COMPANY, TUBULAR WIRE BUSINESS ELECTRODE DESIGNATED AS 
 
 

TRI-MARK TRIPLE 8 
 
 
AS MANUFACTURED IN TROY, OHIO AND AS A RESULT CERTIFIES THAT IT MEETS THE 
REQUIREMENTS OF CLASSIFICATION E491T-9-H8 OF CSA STANDARD W48-06 “FILLER METALS 
AND ALLIED MATERIALS FOR METAL ARC WELDING" USING 100% CO2 SHIELDING GAS. 
 
 
IN ADDITION, THE DIFFUSIBLE HYDROGEN TEST WAS CONDUCTED IN ACCORDANCE WITH 
AWS A4.3-93 “STANDARD METHODS FOR DETERMINATION OF THE DIFFUSIBLE HYDROGEN 
CONTENT OF MARTENSITIC, BAINITIC AND FERRITIC STEEL WELD METAL PRODUCED BY ARC 
WELDING" AND IS WITHIN THE LIMITS SET BY CSA STANDARD W48. 
 
 
THIS CERTIFICATION, WHICH IS VALID FOR A SIZE FROM 1.2 MM TO 1.6 MM, EXPIRES ON 
JULY 9, 2012 AND MAY BE EXTENDED BY MEETING THE TEST REQUIREMENTS OF CSA 
STANDARD W48. 
 
 
CANADIAN WELDING BUREAU 
 

 
 
Alice Y. Lau, P. Eng. 
Operations Manager, Procedures & Electrodes 
 
AYL/sb 
TMTTRIPLE8 




